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Software Package

Latest version “Software Package ELWA.zip" available at www.my-pv.com
Package content:

e Firmware Update V X_XX
o Firmware file “elwa V X_XX.bin"
o Update Software “my-PV Firmware Update X _XX.exe“

e USB Driver
o ,CDM21216_Setup.exe”

Only the content of the first and the third directory is necessary for the firmware
update!

Upload instructions

If the ELWA Firmware is corrupted, please follow these steps to reload:

Disconnect ELWA from mains and DC
Switch off rocker switch at ELWA
Mount USB interface

Connect USB Interface to Laptop

Check Windows device manager if USB Interface creates a COM Port
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& If not, start ,CDM21216_Setup.exe” and carry out the installation of the
USB Driver!

@ FTDI CDM Drivers L

FTDI CDM Drivers

Click Extract'to unpack version 2.12. 16 of FTDI's Windows
driver package and launch the installr.

‘wwow ficichip.com

6. Start Update Program “ my-PV Firmware Update”

&, my-PV Firmware Update 2_01 = =
[EETN| | Detci auswahlen
Select e
Ci\Users\Reinhand Hofstatter\Desktop\Firware Update\ehwa V1_31.bin
ACHTUNG:

1. Dieses File ausschlieBich tber optische Schritistelle mit LISB Interface in Produkt ELWA einspiclen!
2 Auf richtigen Stz des USB Interfaces achten!

3. Fremdiicht an der optischen Schnitistelle (Leuchstofflampen, LED, Lampen, Sonne, etc.) vermeiden!
ATTENTION:

1. Upload this file only over optical port with USB Interface into product ELWA!

2. Check comect postion of LISB Interface!

3. Avoid direct light {sun. lamps, etc ) at optical interface!

Start Upload

Status
Connected 3600

7. Select COM Port of the USB Connection.
Number can also be seen in Windows Device manager.

8. Select Firmware File “elwa V X_XX.bin"

9. Startupload. This can last a few minutes. The upload program automatically
terminates after successful update

10. ELWA starts normal operation automatically.

Subject to change
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